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Filter/Regulators for Natural Gas

Filter/Regulators for Natural Gas & Heavy Duty FRL

•	Threaded metal bowl for ease of maintenance
•	No brass or soft metals present
•	3 micron filtration

•	Machined anondized aluminum, viton seals
•	Non-relieving regulator, 10-130 PSIG
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Filter-Regulators for Natural Gas Applications

Port 
Size Metal Bowl

 Metal Bowl, 10-130 PSIG, Non-Relieving Reg, Manual Drain
w/Stainless Steel Gauge 1/4” FRC3-M02-NRP-GS

Metal Bowl, 10-130 PSIG, Non-Relieving Reg, Manual Drain 1/4” FRC3-M02-NRP-G
Metal Bowl, 10-130 PSIG, Non-Relieving Reg, Impulse Drain 1/4” FRC3-M02-NRD-G

 Metal Bowl, 10-130 PSIG, Non-Relieving Reg, Manual Drain
w/Stainless Steel Gauge 3/8” FRC3-M03-NRP-GS

Metal Bowl, 10-130 PSIG, Non-Relieving Reg, Manual Drain 3/8” FRC3-M03-NRP-G
Metal Bowl, 10-130 PSIG, Non-Relieving Reg, Impulse Drain 3/8” FRC3-M03-NRD-G

Metal Bowl, 10-130 PSIG, Non-Relieving Reg, Manual Drain
w/Stainless Steel Gauge 1/2” FRC3-M04-NRP-GS

Metal Bowl, 10-130 PSIG, Non-Relieving Reg, Manual Drain 1/2” FRC3-M04-NRP-G
Metal Bowl, 10-130 PSIG, Non-Relieving Reg, Impulse Drain 1/2” FRC3-M04-NRD-G

Port Sizes 1/4”, 3/8”, 1/2”
Thread Styles NPT
Flow Capacity 1/4”:   84 scfm @ 100 PSI

3/8”: 108 scfm @ 100 PSI
1/2”: 108 scfm @ 100 PSI

Filter Capacity 3 Micron & larger
Max Temp/Pressure: 200°F/150 PSIG
Approx. Weight (lb.) 1.0

Replacement Parts & AccessoriesSpecifications

Physical 
DimensionsOrder Guide

• Threaded metal bowl for ease of maintenance
• No brass or soft metals present
• 3 micron filtration
• 5 oz bowl capacity
• Impulse drain and manual drain options*
• Machined anondized aluminum
• Viton seals
• Non-relieving regulator, 10-130 PSIG

Water
Dirt

Mild Oil
Oil Vapor

Odor

Description Part Number

Replacement Element 1/4” Models RTI-21037
Replacement Element 3/8” Models RTI-21037
Replacement Element 1/2” Models RTI-21037
Replacement Gauge, Standard* KSG-008
Replacement Gauge, Stainless Steel* PG-160-SS2CB

*Disclaimer: Manual drain configurations can be used for 
compressed air or natural gas. Impulse drain and standard gauge 
for compressed air applications only, no gas applications. Only “GS” 
versions contain NO brass.

Height 
(in.)

Width 
(in.)

Depth 
(in.)

10-11/16 2-5/8 2-5/8

10-11/16 2-5/8 2-5/8
10-11/16 2-5/8 2-5/8

10-11/16 2-5/8 2-5/8

10-11/16 2-5/8 2-5/8

10-11/16 2-5/8 2-5/8

10-11/16 2-5/8 2-5/8

10-11/16 2-5/8 2-5/8
10-11/16 2-5/8 2-5/8

Model Number
Port 
Size
(in.)

Flow 
Capacity
(SCFM)

Height (in.) Width (in.) Depth (in.) Replacement Element

FRC3-M02-NRP-GS ¼" 84 10.7 2.6 2.6 RTi-21037

FRC3-M02-NRP-G ¼" 84 10.7 2.6 2.6 RTi-21037

FRC3-M02-NRD-G ¼" 84 10.7 2.6 2.6 RTi-21037

FRC3-M03-NRP-GS ⅜" 108 10.7 2.6 2.6 RTi-21037

FRC3-M03-NRP-G ⅜" 108 10.7 2.6 2.6 RTi-21037

FRC3-M03-NRD-G ⅜" 108 10.7 2.6 2.6 RTi-21037

FRC3-M04-NRP-GS ½" 108 10.7 2.6 2.6 RTi-21037

FRC3-M04-NRP-G ½" 108 10.7 2.6 2.6 RTi-21037

FRC3-M04-NRD-G ½" 108 10.7 2.6 2.6 RTi-21037

Model Number Filter Regulator Lubricator
Max. 
Temp 
(ºF)

Max. 
Pressure 

(PSI)

Flow 
Capacity 
(SCFM)

3P-060-M02-FRL 3P-060-M02-F R250HD-G L250HDM 175 150 60

3P-060-M03-FRL 3P-060-M03-F R380HD-G L380HDM 175 150 60

3P-060-M04-FRL 3P-060-M04-F R500HD-G L500HDM 175 150 60

3P-090-M06-FRL 3P-090-M06-F R750HD-G L750HDM 175 150 90

3P-150-M08-FRL 3P-150-M08-F R1000HD-G L1000HDM 175 150 150
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