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•	Rugged, heavy duty high-flow design
•	All metal, corrosion-resistant anodized aluminum body
•	Tee handle knob, relieving type regulator
• Chemically resistant Buna N diaphragm
•	Gauge included with units (also available without gauge)

•	Lockout valves available
•	¼", ⅜", ½", ¾", 1", 1¼", 1½" NPT ports available
•	Higher pressure units available--call factory.

Inlet pressure 100 PSIG (6.9 BAR). Secondary pressure 80 PSIG (5.5 BAR). 
+	 To order without gauge, omit ‘-G’ from the model number. 
++	 Stainless Steel Unit, NACE Compliant MR0175 STD, Low pressure drop, fluorocarbon diaphragm/seals.

Anodized Aluminum316 Stainless Steel

Heavy Duty: Regulators

Literature Sheet:  i023, i024, i056, i078

Model Number Replacement Gauge Repair Kit
Tamper-proof 

Lock Out Valve
Tamper-proof 

Lock Assembly

R250HD-G KSG-008 R250HD-RK R250HD-LO R250HD-TLK
R380HD-G KSG-008 R380HD-RK R380HD-LO R380HD-TLK
R500HD-G KSG-008 R500HD-RK R500HD-LO R500HD-TLK
R750HD-G KSG-008 R750HD-RK R750HD-LO R750HD-TLK

R1000HD-G KSG-008 R1000HD-RK R1000HD-LO R1000HD-TLK
R1250HD-G KSG-008 R1250HD-RK R1250HD-LO R1250HD-TLK
R1500HD-G KSG-008 R1500HD-RK R1500HD-LO R1500HD-TLK

Model Number
(for unit w/gauge+)

Flow 
Capacity
(SCFM)

Adjusting 
Range 

Pressure  
(PSIG)

Port Size 
(NPT)

Max. 
Supply 

Pressure  
(PSIG)

Max. 
Operating 

Temp. 
(oF)

Weight 
(lb.)

Dimensions (in.)
Diameter x Height

R250HD-G 86 10-130 ¼" 250 175 1.2 2.3 x 4.6

R380HD-G 100 10-130 ⅜" 250 175 1.2 2.3 x 4.6

R500HD-G 108 10-130 ½" 250 175 1.2 2.3 x 4.6

R500HD-SS-G++ 108 10-130 ½" 250 200 1.2 2.3 x 4.6

R750HD-G 175 10-130 ¾" 250 175 3.2 3.8 x 6.8

R1000HD-G 300 10-130 1" 250 175 3.2 3.8 x 6.8

R1250HD-G 450 10-130 1¼" 250 175 3.9 4.0 x 6.8

R1500HD-G 450 10-130 1½" 250 175 3.9 4.0 x 6.8


