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Regulators & Gauges

Replacement Gauges

• Light weight, non-corrosive construction
• All Stainless steel inserts on MR Series Regulators
• Panel nut included
• Excellent reliability

B

A

+ To order without gauge, omit ‘-G’ from the model number. 
++ Stainless Steel Unit, NACE Compliant MR0175 STD, Low pressure drop, fluorocarbon diaphragm/seals.
+++ Also available in ⅛" NPT ports & non-relieving types. Call factory for options. 

BrassNon-Corrosive  
Acetal Resin

316 Stainless 
Steel

Mini Regulators & Replacement Gauges

Literature Sheet: i054

1.5" Diameter Gauge,
 0-30 PSI 

⅛" Centered Back 
(MR Series)

PG-030-15C 
1.5" Diameter Gauge, 

0-60 PSI
⅛" Centered Back

(MR Series)

PG-060-1.5-CB
1.5" Diameter Gauge,  

0-160 PSI
⅛" Centered Back

(MR & FR 
Piggyback Series)

PG-160-1.5-CB
2" Diameter Gauge,  

0-160 PSI
¼" Centered Back

(HD Regulator Series)

KSG-008
2" Diameter Gauge, 

0-160 PSI 
 ⅛" Bottom Mount 

(E4000 Dryers)

PG-160

Model Number
(for unit w/gauge+) Material

Flow 
Capacity
(SCFM)

Adjusting 
Range 

Pressure  
(PSIG)

Port 
Size 
(NPT)

Max. 
Supply 

Pressure  
(PSIG)

Max. 
Operating 

Temp. 
(oF)

Dimensions (in.)
Diameter (A) x 

Height (B)

R250SSMINI-G++ 316 Stainless Steel/Acetal 18 5-60 ¼" +++ 250 200 1.4 x 2.8

R250BRMINI6-G Brass/Acetal 18 5-60 ¼" +++ 250 175 1.4 x 2.8

R250SSMINI-G++ 316 Stainless Steel/Acetal 18 10-130 ¼" +++ 250 200 1.4 x 2.8

R250BRMINI-G Brass/Acetal 18 10-130 ¼" +++ 250 175 1.4 x 2.8

MR0030-01G Acetal Resin 30 0-30 ⅛" 230 125 1.6 x 3.0

MR0060-01G Acetal Resin 30 0-60 ⅛" 230 125 1.6 x 3.0

MR0120-01G Acetal Resin 30 0-120 ⅛" 230 125 1.6 x 3.0

MR1030-02G Acetal Resin 30 0-30 ¼" 230 125 1.6 x 3.0

MR1060-02G Acetal Resin 30 0-60 ¼" 230 125 1.6 x 3.0

MR1120-02G Acetal Resin 30 0-120 ¼" 230 125 1.6 x 3.0


